


Electrical Features

Dimensions

WRM30+

Min. Tip. Max. Min. Tip. Max. Min. Tip. Max.

Battery voltage Vbatt 10,0 12,0 16,0 20,0 24,0 32,0 40,0 48,0 64,0 (V)

Open circuit panel voltage Vpan - - 180 - - 180 - - 180 (V)

Panel current Ipan - - 13 - - 13 - - 13 (A)

Maximum panel power PchMax - - 225 - - 450 - - 900 (W)

Load output voltage VLOAD - Vbatt - - Vbatt - - Vbatt - (V)

Load current ILOAD - - 15 - - 15 - - 15 (A)

Charge voltage at 25°C –SEAL program (default) VEoC - 14,4 - - 28,8 - - 57,6 - (V)

Charge voltage at 25°C –FLOOD program VEoC - 14,8 - - 29,6 - - 59,2V - (V)

Charge voltage for Li program VEoC 14,0 14,7 28,0 29,4 56,0 58,8 (V)

Compensation of VEoC function of battery
temperature (Tbatt) Vtadj

- -0,024 - - -0,048 - - -0,096 - (V/°C)

Float voltage Vflt - VEoC-0,6 - - VEoC-1,2 - - VEoC-2,4 - (V)

Absorption time (settable) Tabs 1 4 8 1 4 8 1 4 8 (h)

Low battery voltage (settable) Vlb 10,80 11,60
(default)

12,56 21,60 23,20 25,12 43,20 46,40
(default)

50,24 (V)

Exit low battery voltage at 25°C Velb 12,72
VEoC-0,2
(default)

13,68 25,44
VEoC-0,4
(default)

27,36 50,88
VEoC-0,2
(default)

54,72 (V)

Night voltage detection (settable) Vnight 2,00 4,56
(default)

5,84 2,00 4,56
(default)

5,84 2,00 4,56
(default)

5,84 (V)

Day voltage detection Vday - 8,40 - - 8,40 - - 8,40 - (V)

Self consumption Iq - 34 - - 21 - - 12 - (mA)

Working temperature Tamb -10 - +40 -10 - +40 -10 - 40 (°C)

Dissipated power Ploss - - 40 - - 56 - - 66 (W)

Efficency @30A n 90 - 92 93,5 - 95,2 96,0 - 97,2 (%)

Battery wire gauge 35 (mm2)

PV module wire gauge 10 (mm2)

Load wire gauge 4 (mm2)

Weight 2000 (g)

Protection degree IP20

UM12 V ba�ery nominal voltage 24 V ba�ery nominal voltage 48 V ba�ery nominal voltage




